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253.78mm
 [9.991"]
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 [2.953"]
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 [4.331"]

145.00mm
 [5.709"]

R3.50mm
 [R.138"]

ASECTION A-A

A

B

B

Ø5.00mm
 [.197"]

90°

3.00mm
 [.118"]

12TYP.

SECTION B-B



712.00mm
 [28.031"]

A

A

B-B

A-A

5.96mm
 [.234"] 50.80mm

 [2.000"]

CUT POST FROM EXTRUSION NO.
8000422 CUT LENGTH TO BE 
11.264"±.062 [286.09mm±1.57mm]

THE SIZE OF THE PIPE
AND BUSHING MUST BE
CONTROLLED SO THERE
IS A .007" MIN AND A .015"
MAX CLEARANCE BETWEEN 
THE TWO COMPONENTS 
AFTER ASSEMBLY.

2.00mm
 [.079"]

B

B

c

c view

Ø310.42
 0
-2 mm

 [ 12.221"
 0.000"
-0.079" ]

Ø77.02mm
 [3.032"]

INNER PIPE       

Ø9.00mm
 [.354"]

 6.00mm
 [.236"]

95.00mm
 [3.740"]

Ø101.60mm
 [4.000"]

Ø101.20
+0.1
-0 mm

 [ 3.984"
+0.004"
-0.000" ]

 240.95±1.5mm
 [9.486"±0.059"]

94.25mm
 [3.711"]

Ø9.00mm
 [.354"]

SIZED AREA  
R.50mm

 [R.020"]

OUTER PIPE       

6.00mm
 [.236"]

*  LOCKTIE MUST       
BE ADDED

Ø72.90mm
 [2.870"]

6.02mm
 [.237"]
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 [12.752"]


